MH-!"\ 06~ 24-03

L'Ell:l;




____ I | | | I

-
L]

-

Ta=3]
bl

=

==z

:
|
FERSORN AVER
Ea._.ﬂ
- -E_

11
i

. =T ET it 15T 1.
NOISIAIDANS OOOMIS3HD

£0-5Z-00 \1'Z-M\SONVILI/



%

.z?/V//V/A////V///%/////%///:////f%U TH ST SNGT CONSTRUCTE

i

g -t .....1

' HE H ’
T
’ -

VA e e -

ey

. BTH ST .exsine \H
U S I B R S R T S i [ i s =
N
N | | | | | | | |
W ] | | Sy gNIsIX3 | _ |
N
< R T T N S
RS EEEREE B BEESE
5 ENEER N
£ - | | _

#i 1 | _ | | | | |
] L4zl | | _ _ _ _ | |

I_
|
|
|
|
|
|
|

ﬁm? /Jjﬁ?fﬁ .,,, VAT
=zt EEC ; s 4 _ % ..1 —

ﬂﬂﬂ]
pamusd L

:'_“’
i

WiLL NOT BE CLonsTw
/ DiTes

MONROE AVENUE

L

DETENTION Pewne

6

EI- Zo-00C -3818

£0-SZ-90 \Z-M\SONYIL




Apr 30 03 10:57a IOMAS BROWN ags18l 7139 p.2

FIGURE 3
WETLAND DETERMINATION MAP
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WETLANDS
NOTES:

MINIMUM LOT SIZE IS 6380 S.F. ALL OF THE LOTS

WILL NOT BE FILLED. ONLY FILL REQUIRED IS TYPICAL TO
CONSTRUCT BUILDING SLAB AND PAVEMENT ON GRADE.
(COMBINE MIN. OF 2 EXISTING PLATTED LOTS (29'X110") INTO ONE LOT.)

TYPICAL BUILDING SLAB TO BE FILLED ABOUT 1 1/2'(1.5 FOOT)
ABOVE EXISTING GRADE. THEREFORE TOTAL YARDS OF FILL
BENEATH BUILDINGS = 3000 CUBIC YARDS.

TYPICALLY CONCRETE AND DRIVEWAYS TO BE FILLED MAXIMUM
6" ABOVE NATURAL GRADE. THEREFORE TOTAL
ESTIMATED FILL FOR PAVING = 140 CUBIC YARDS.

TOTAL ESTIMATED FILL REQUIRED FOR HOUSING IN WETLANDS
IS APPROX. 3140 CUBIC YARDS.
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MNOTES:

1. ALL UNDERCROUND UTILIMES PARMLELNG LANES SHALL BE A MINIIUM OF 24 INCHES
BELOW THE SURFACE. WHENW CROSSINGG LAMES, UTILIMES SHALL BE A WMINHIUM OF 48
MCHES, EXCEPT HIGH PRESSURE TRAMSMISSION LUNES SHALL BE A MINEMUW OF T2 INCHES
BELOW ROAD CROWM,

3. ALL AERIAL LIMES PARALLELING LANES SHMALL BNE A MINIMUM OF 16 FT. ABOVE ROAD
CROWS. AFRIAL AUDIO/AIDED UINES CROSSING LAMES SHALL BE 18 FT. HIGH. ALL OTHERS
CROSSIMG LANES — 20 FT. HIGH,

3, DEVATIONS FROM ABOVE STANDARDS MUST BE APPROVED, BEFORE CONSTRUCTION, BY THE
PARISH EMGINEER.

TYPICAL ASPHALTIC ROADWAY SECTION

MOT TO SCALE
LEGEND: FOR ASPHALT PAVING BASE PREPARATION AND PAVING NOTES:
{1 " mguu}murm 2" TYPE DFW—1 WEARING 1. ALL WORK AND MATERIAL TO BE N
3 = BINDER COMPLIAMCE WITH | LOUISIANA
OF TRANSPORTATION STANDARD
@z {um}mm.mmu1m$m SPECIFICATIONS FOR ROADS AMD BRIDGES,
TYPE | PORTLAND COMPACTED TO LATEST EDITION, UMLESS OTHERWISE NOTED
S STAMDWRD PROCTOR DEMSITY. (227 wiDE)
2. EXISTMG TOP SOIL IN PROPOSED ROAD
(3) MiN. B" THICK, SHOULDER BACKFILL MATERLAL, COMPACTED BED TO BE EXCAVATED AND REMOVED
mquﬂrnsnummm. WATERIAL TO AS WECESSARY FOR FINAL GRADE.
BE ® COMPLMANCE WITH THE APPUCABLE SECTION OF THE
LOUTSIAMA DEPARTMENT OF TRANSPORTATION STANDARD 3 MATERIAL TO &
SPECIFICATIONS FOR ROADS AND BRIDGES, LATEST DEPTH OF 12" BEFORE TRESTING WiTH CEMENT.

(&) EXISTNG GROUND.

(5) 3° THICK (MIN) ASPHALT PAVEMENT, (13" TIPE OPW=1
WEARIMG COURSE, 1)4" TYPE 3 = COURSE)

@r(mn.}mmmmmln[mm
TYPE | PORTLAND CEMENT,




